Lug Vulkanize Kelebek Vana (Paslanmaz Klapeli, PN16)
Lug Vulcanized Butterfly Valve (Stainless Steel Clapper, PN 16)

Sfero Dékiim / Ductile Iron

11050

Genel Ozellikler / General Specifications
Caligma Sicaklik Araligi / Working Temperature : =10 ... +110 °C (16 Bar)
"110 °C Kullanim Sicakhiginin Pik Noktasidir.”

"Peak Usage Temperature is 110°C"

Standartlar / Standards
Sertifikalar / Certificates :
Tasanm / Design : TS EN 593

Baglanti Boyutlar / Connection Dimensions : TS EN 1092-2
DN40-DN150: PN10/16 - DN200-DN600: PN16

Testler / Tests : TS EN 12266-1

Uygulamalar / Applications
HVAC Sistemleri.Aritma Tesisleri,
Kagit Endustrisi, Tatlh Su Tesisatlar

HVAC Systems, Water treatment systems,

Paper industry, Fresh water system
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No Parca Adi /

1 Govde / Boc

2 Klape / Cla

3 Kol / Lever

4 Ust Mil / Top Stem

5 Alt Mil / Bottom Sten

6 O-Ring

7 Vulkanize Conta / Seat

@

Olgiiler

Malzeme /

GGG 40 - EN GJS 400-15 - Sfero Dokim / Duc

G-X6CrNi189 - CF8 - Paslanmaz Celik / Cax

DN 40 - DN150 Aluminyum / Aluminum DN 200 - DN 250 GGG 40 - EN GJS 400-75

Sfero Doékum / Ductile Iror

X20Cr13 - AlSI420 - Paslanmaz Gelik / Stainless ©

X20Cr3 - AlSI420 - Paslanmaz Celik / Stainles
EPDM
EPDM

Anma Basinci

16 Bar
Anma Capi DN 40 | 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 600
L 33 | 43 46 52 56 60 | 68 78 102 | T4 127 | 154
E 200 270 380 Digli Kutuludur / With Gear Box
H1 s | 735 80 | 100 | 125 ] 133 | 144 | 178 | 209 | 240 | 280 | 310 | 340 | 375 | 4s0
H2 18 | 140 | 150 | 160 | 1815 | 196 | 200 | 240 | 280 | 320 | 360 | 400 | 420 | 460 | 520
H 188 | 210 | 220 | 230 | 240 | 256 | 260 | 315 | 320 Disli Kutuludur / With Gear Box
w 268 | 31 | 459 | 622 | 906 | MO [ 1456 | 1939 | 2416|2923 | 3418 | 3888 | 4456 | 4805 | 5664
D 25| 53 | 65 | 79 [1045] 1235 | 156 | 203 | 251 |3025| 334 | 402 | 445 | 4925 | 582
Vana Boyutlar k 10 | 125 | 45 | 160 | 180 | 210 | 240 | 295 | 355 | 410 | 470 | 525 | 585 | 650 | 770
Cve bmension: dxn M16x4 M16x8 M20x8|M20x12|  M24x12  |M24x16|M27x16| M27x20|M30x20|M33x20
Tepe Flans
/ Upper Flange FOS FO7 F10 Fl6
d3 50 70 102 165
Os Mil Karesi / a9 ot o 02 027 036
Stem Square
h 33| 33 1 33| 33 | 29| 29 | 29 | 40 |425]| 425 | 525 | 57 57 &5 | 695
AgGirlik Weight Kg 25| 3 | 35| 4 6 7 9 15 23 | 27 | 49 | 90 1m0 | 150 | 242

Vanalarnmiz; disli kutusu, pnématik aktiator ve elektriksel akttator baglantisina uygundur.
Our valves; Suitable for gearbox, pneumatic actuator, and electrical actuator connections.
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